


Q DEPARTMENT of ENVIRONMENT
and NATURAL RESOURCES

Minerals & Mining Program

2050 West Main Street, Suite #1
Rapid City, SD 57702-2493
Telephone: 605-394-2229

Fax: 605-394-5317

GREAT FACEs GRearPuaces. PERMIT CONDITIONS

Luff: J-30H EHSRRU Permit: #2010
23N-6E-30 NWSE., Harding County APL: 40063 20733

Approval has been granted to drill this location as detailed on the attached Application for Permit to Drill
(Form #2) with the following additional conditions:

1. This permit is conditioned on compliance with all applicable requirements of South Dakota
Codified Laws 45-9 and Administrative Rules of South Dakota 74-12.

2. A 12-mil woven, reinforced high-density polyethylene liner must be used on all pits.
3. Surface runoff must be diverted around the drill site.

4. The surface hole must be drilled with fresh water.

5. Cement must be circulated to the ground surface on the surface casing.

6. If horizontally drilled:

A. The coordinates of the production casing shoe and the well terminus must be filed with the
department.

B. The azimuth of the horizontal segment of the well must be filed with the department along with
the results of periodic down hole surveys.

7. If production casing (long string) is set:

A. Sufficient cement must be circulated on the long string to cover any fresh water aquifer
not covered by the surface casing. Freshwater resources not covered at this site include: Madison,
Minnelusa, Minnekahta, Canyon Springs, and Inyan Kara.
B. A cement bond log must be run and filed with the department.
8. If abandoned:
A. With long string, sufficient cement must be circulated to install:
I. A 100-foot cement plug immediately above the KOP, if horizontally drilled.
2. A 100-foot cement plug, half in and half out of the top of the casing stub after the
retrievable part of the production casing has been removed.
3. A 100-foot cement plug, half in and half out of the top of any fresh water aquifer
between the top of the casing stub and the base of the surface casing. Freshwater resources at
this site include: Madison, Minnelusa, Minnekahta, Canyon Springs, and Inyan Kara.
4. A 100-foot plug, half in and half out of the base of the surface casing.
5. A 25-foot cement plug at the top of the surface casing.
B. Without long string, sufficient cement must be circulated to set:
1. A 100-foot cement plug immediately above the KOP, if horizontally drilled.
2. 100-foot cement plugs, half in and half out of the top of the following formations:
Red River, Interlake, Madison, Minnelusa, Minnekahta, Canyon Springs. and Inyan Kara.
3. A 100-foot cement plug, half in and half out of the base of the surface casing.
4. A 25-foot cement plug at the top of the surface casing.

C. Heavy, mud-laden fluid must be used between all plugs.

D. The casing string must be cut off at least three feet below the final ground surface contour. A plate
with the name of the operator, well name and number, and legal location by quarter-quarter section,
township and range must be welded to the casing stub. The location of the abandoned well must be
surveyed with high resolution global positioning system equipment or other appropriate survey
methods sufficient to accurately locate the well. Survey coordinates must be included in the final
abandonment report.



9. Surface reclamation of the site must be completed within one year of plugging and abandoning the

well.
10. A washed set of sample cuttings (or cores, if cut) must be shipped. free of charge, to:

Derric Iles

Geological Survey Program
Akeley-Lawrence Science Center
University of South Dakota

414 E. Clark Street

Vermillion, SD 57069-2390

11. Please notify this office prior to plugging so a witness can be on location. If plugging will occur after
regular business hours, call Lucy Dahl at 605-773-6257.
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